()Product Specification Form of Liuh-Yen Enterprise
	Product Name


GMPET-H10 Series ( Anti-Static Concentrate Particles)
	Product Description



(high temperature resistant alkylbenzene sulfonaes surfactant derivatives and high temperature resistant glycerol derivatives)
	GMPET-H10 (anti-static particles) are anti-static concentrated particles that are developed to suit PET material properties and can be applied to PET sheet.
The adding proportion of GMPET-H10 (anti-static particles) should vary with different process conditions and different production sites. Please adjust the amount of anti-static particles in light of humidity changes.
Sheet added with GMPET-H10 anti-static particles, through some time after sustaining at 150℃ formation temperature in the finishing process, can reach a surface resistivity of 109 ~1010 that is required for the electronic packing materials.
As for the use of GMPET-H10, storage is convenient; dryness is not needed for use. Its adding usage helps good dispersion and reduces the difficulties and inconvenience during manufacture. It also maintains product stabilization and provides convenience for operators.


	Typical Properties


	Appearance:      White particles
Carrier:          PET particles  

Ingredients:       The carrier meets the limits for hazardous substances,       and the anti-static agent contains no amino-compounds.


	Performance Feature


	Improve the liquidity of PET sheet during manufacture. Good dispersion.
Exsiccating and drying are not needed before use. Please seal up the package and keep dry after use.
Formed products are featured by satisfying dry-touch. 


	Packing


	Net weight: 20kg/paper bag, PE bags included.


	Application


	For PET sheet:             Adding 2.5% is advised
Advised max: 5%, RH 30%, sheet resistivity can reach 1010 ~1011   








