Product Specification Form of Liuh-Yen Enterprise
	Product Name


GMPP-C10 Series ( Anti-Static Concentrate Particles)
	Product Description


	GMPP-C10 (anti-static particles) is anti-static concentrate particles that are developed to suit PP material properties and can be applied to the vacuum forming and injection forming of PP film and sheet.
The adding proportion of GMPP-C10 (anti-static particles) should vary with different forming conditions and different places. 
Adding GMPP-C1O (anti-static particles) enables you to reduce the adhesion of products during the high speed manufacture of PP film, while improve the manufacturing efficiency without affecting film transparency.
As for the performance of GMPP-C10 (anti-static particles) on sheet, it can sustain 120℃ formation temperature in the finishing forming process, and formed products can reach a surface resistivity of 109 ~1010.



	Typical Properties


	Appearance:      White particles
Carrier:          PP particles

Ingredients:       The carrier meets the limits for hazardous substances, the anti-static agent contains no amino-compounds, and the concentrate particles meet the standard set by United States F.D.A. 


	Performance Feature


	Improve the liquidity of PP sheet during manufacture and the gloss of PP film.
Suitable for PP sheet. Has an anti static effect during vacuum forming with 120℃ processing temperature.
Using full particles-drawing with GMPP-C1O (anti-static particles) in injection forming has an anti-static effect during and after processing.


	Packing


	Net weight: 20kg/paper bag, PE bags included.


	Application


	For PP film:             Adding 3%~5% is advised (on the outer layer)
For PP sheet:            Adding 1%~1.5% is advised
Full particles-drawing is advised for injection forming. A little exsiccating and drying for GMPP-C1O before use would leads to better performance.


